
New High-Tech Drop-Leg Landing Gear

A built-in gearbox is totally

enclosed for maximum

safety and protection.

Unique crank-down two

speed geartrain has three

outstanding features:

1. Patented double

reduction for powerful

lifting in low gear.

2. Fast high-gear lowering.

3. Easier shifting by hand.

Jost/Crain’s new lineup of

landing  gears has been
extensively tested.

Competitively priced.

Carries a
5-year warranty.

SLJ

A new landing gear
computer designed by
Jost/Crain with you and
the 21st Century in mind.

by Crain Mfg., Inc.

P.O. Box 1662
Durant, OK 74701
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For over forty years, JOST has

been the world’s leading manufacturer

of truck and trailer components for

the international road transport mar-

ket.

Now, JOST has teamed with Crain

Mfg, Inc. to produce a dropleg ver-

sion of the already popular A400

model.

The superior performance of

JOST/CRAIN components in rugged

road conditions all over the world has

earned JOST/CRAIN a rock-solid repu-

tation for quality.

Let’s start with the geartrain.

At first glance, the difference in the

JOST/CRAIN landing gear is obvious.

No external gearbox. The gearing

mechanism is an integral part of one

sturdy leg column--streamlined and

protected from road wear. It contains

fewer parts, is simpler to maintain,

and looks better.

So how does it perform?

This is where the differences become

dramatic. An exceptionally well engi-

neered geartrain means real savings

in time, money and maintenance.

A really fast high gear.

Among the fastest in the business. It

disengages the lower gears to reduce

effort at the crank and save wear on

the gears.

Spline Shifting?

The easiest possible shifting. Only the

inside of the gear moves when chang-

ing from high to low gear. The in-line

shaft keeps the shifting smooth and

stable, eliminating problems caused

by excessive play in the geartrain.

Jost/Crain’s geartrain design is not only
easier to use, but with reduced wear on
the gearteeth, lasts longer and requires

less maintenance.

Double reduction* delivers real

power in low gear.

The gear configuration has been de-

veloped to give the most efficient

mechanical advantage for lifting

power in low gear.

Jost/Crain’s geartrain design is not only
easier to use, but with reduced wear on
the gearteeth, lasts longer and requires
less maintenance.

* Patented
** Ratings for particular applications may be higher

or lower

Load Capacities per pair**

Lifting Capacity ........ 50,000 lbs.
at 100 ft. lbs. input torque

Static Load Capacity .... 70,000 lbs.

Gear Ratio

Low Gear ........ 32 Turns = 1” Travel

High Gear ....... 3.5 Turns = 1” Travel

Dimensions
Extended Length ................... 57”

Retracted Length ................ 32.5”
204

In high gear, the portion of the
geartrain that drives low gear turns
freely without engagement, especially
in cold weather.

THE NUMBER ONE NAME
IN DURABILITY AND SAFETY

NOW OFFERS A DRAMATICALLY
IMPROVED DROP LEG LANDING GEAR.




